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6 1045-US 

Benefits 
• The Aquamaster valve  works great in Nursery and Finisher pens with the 

stainless steel Aqua Pan.   
• Designed to fit under gating to water multiple pens at same time. 
• Simple, quick, leak-free installation. 
• Integrated shut-off valve. 
• Designed for simple, tool-free on-site cleaning and service. 
• Lid and shut-off valve can easily be detached from housing. 
• Ground-breaking new tube-free design so no bacteria growth in pipe. 
• Aquamaster valves can be used for gestation pens, tip troughs, finishing 

and nursery pens. 

Aquapan w/4 tie downs 
6 1040-US 
17.7” x 13.4” x1.8” 

Aquapan Tie Downs 
6 1041-US 

60” Pipe 
6 1047-US 

         Pipe Mounting  
Angle Bracket 

Includes Hardware 
6 1878-US 

Valve 
6 1045-US 



COMPONENTS                PART NUMBER 
1. Lid                                        6 1A-US 
2. Diaphragm                            6 2A-US 
3. Housing                                6 3A-US 
4. Shut-off Valve                      6 4A-US 
5. Valve Housing                      6 5A-US 
6. Knob                                    6 6A-US 
7. Screw                                   6 7A-US 
8. Connection Pin                      6 8A-US 
9. Union Nut                            6 9A-US 
10. Cutting Ring                      6 10A-US  
11. 1/2” FPT Speed Fitting     6 1036US 
12-1. 0-Ring (G-20)                6 12A-US 
12-2. 0-Ring (P-14)                 6 13A-US 
12-3. 0-Ring (G-6)                  6 14A-US 
12-4. 0-Ring (P-14)                 6 13A-US 
13. #8 PE Hose                       6 1033-
US  
 

PARTS NOT SHOWN 
SADDLE WITH SHUT OFF           6 3560-00-319 
5/16” FEMALE SPEED FITTING   6 1042-US 
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